diner-gen mk ustre”

DEGREASER 7

Uses

For the removal of thick, fatty soiling from alkali-resistant floor surfaces.

Application

Wash the dirty surface with cleaning solution and leave to soak according to the degree of
soiling. Remove dirty water and rinse working surfaces and appliances with water.

Dilution

Maintenance cleaning: 100ml:10lt water Compounds

Deep cleaning: 500ml:10lt water e  <15% non-ionic surfactants

e <10% soap
e Colourants

Supplies

100ml (10) - 02938
Hazardous components

Notes

e <4% 2-Butoxyethanol
Not suitable for use in automatic scrubber- e <2% Ethanolamine
driers. Suitable for use in food-processing
industries.
Storage

Store away from foodstuffs. Protect from sunlight and do not expose to temperatures
exceeding 50°C.

Technical specifications

Description Result

Colour Dark red
pH in concentrate 13.0+0.5
Temperature stability

Cold - 20°C

Hot + 50°C
Specific gravity at 20°C 1.025 g/ml

Specifications and details are subject to change without prior notice

Industroclean (Pty) Ltd
Tel: +27 11 801 4600

Mail: info@industroclean.co.za

www.industroclean.co.za 1S0002




diner-gen mk ustre”

DEGREASER 7

Certifications

SHBS

APPROVED

SANS1828: Cleaning chemical for use
in the food industry.
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